
1. Product Description:

2. Technical Data:

Adhesive Application:

Setting time:

Open Time:

Application Temperature:

Usage: 

3. Storage:

4. Ecology:

5. Field of Application:

6. Application:

7. Important Note:

In unopened original containers in a dry place between 10 ° C and +20 ° C for max. 12 months.

The POLYFIN will create for your customers installation plans with                      division of 

corner, edge and inside areas as a free service.

POLYFIN
®
 PUR-Adhesive

POLYFIN PUR adhesive is a ready-to-use, solvent-free, one-component adhesive based on                                                             

Polyurethane, which reacts under the exposure of atmospheric humidity.

Corner area:          8 strips/m² with approx. 40 g/strip = 320 g/m²

Peripheral area:     6 strips/m² with approx. 40 g/strip = 240 g/m²                                                            

Inner edge area:    5 strips/m² with approx. 40 g/strip = 200 g/m²

Inner area:             4 strips/m² with approx. 40 g/strip = 160 g/m²

Division into corner, edge and inner areas to

DIN EN 1991-1-4:2010-12.                                                                                                                  

National standard and regulation must be observed.

 email: info@polyfin.de - www.polyfin.de

Telefon: +49 (0) 62 26 / 99 394-0 - Fax: +49 (0) 62 26 / 99 394-99    

POLYFIN AG - Polyfinstraße 1 - D - 74909 Meckesheim        

Bonding of laminated Polyfin
®
 / OC-Plan

®
 4230 - waterproofing membranes on substrates such as                                 

concrete, bitumen roofing membranes, etc.

Surfaces must be solid, clean and free of release agents, surface water is to avoid, substantial                         surface water 

must be removed.

Biologically and ecologically harmless, rot-proof, recyclable, mold-and mildew-resistant.

Our supplier guarantees constant high quality of his products. All information is based on 

tests and long-time experience. The diversity of the used materials and the different wor-

king conditions which we cannot influence exclude a legal claim from this information. There -

fore we recommend adequate self testing before starting the application. Furthermore please 

feel free to contact us at any time for technical advice. 

In strips parallel to the membrane edge (no wavy lines).

The setting time depends on temperature and humidity. The initial                                            

adhesion is low, since the adhesive force only increases with the                                          

setting time. Therefore temporary measures must be taken to                                                             

prevent a lifting due to wind suction

about 10-15 minutes (depending on climatic conditions)

Material temperature min. +5 °C to +35 °C, not below +5 °C!

In strips:        200 g/m² to 250 g/m² (estimate)

Full surface: 400 g/m² to 450 g/m² (estimate)
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